Back To The Future

Applying Thermal Control Experiences On Apollo Lunar Rover
Project To Rovers For Future Space Exploration

Ronald A. Creel, Space Systems Engineer
Member Of The Apollo Lunar Roving Vehicle Team
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Introduction

VA

Fresh out of college, some 35 years ago, Ron Creel was thrust into a challenging and
high speed engineering task — design, test verification, and mission support for the thermal
control system of a new kind of spacecraft with wheels, the Apollo Lunar Roving Vehicle (LRV).
Success on this project was acknowledged by several NASA performance citations, which
culminated in receipt of the Astronaut’s “Silver Snoopy” award for his LRV thermal system
modeling and mission support efforts.

Ron is a Senior Space Systems Engineer at Science Applications International
Corporation (SAIC), and has been involved in thermal control and computer simulation of
several launch vehicles and spacecraft including the International Space Station and Air Force
satellites.

Today, Ron will update his LRV thermal experiences, recently presented at the U.S.
International Space Development and Return to the Moon Conferences and at the International
Planetary Rovers and Robotics Workshop in Russia, with an eye toward applications to future
manned and robotic Moon Rovers for the President’s Space Exploration Initiative.
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Back To The Future — Moon Rovers

Outline

Lunar Roving Vehicle (LRV) History And Thermal Design

LRV Thermal Testing and Computer Model Development

On The Moon - LRV Thermal Control Performance
And Mission Support Experience

Thermal Control Challenges For Future Moon Rovers
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My Start In Space Engineering
 Sputnik Era Model - Lo
Rocket Launches ALERAN

ALPHA-1_

BALLISTIC MISSILIE

LAUNCHING MANUAL

................................

» Co-op Student At NASA Marshall
Space Flight Center (MSFC)

« Graduated And Assigned To

Development Of Apollo
o P — Lunar Roving Vehicle (LRV)
' Thermal Control System
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Rover Historical Concepts

Unique Concepts Proposed

unar Roving Vehicle

f 3 PRt
A e o -

DO-IT-YOURSELF MOON AUTO—This unusual collapsible moon

sac would provide both protection and transportation for men

exploring the mdon. Culaway drawing shows how the pod-

shaped vehicle would allow two men to roll along the lunar
surface simply by walking o treadmill.

<] Lunar Scientific Survey Module

Lunar Vehicke Studies [>

Wheeled Rover Concepts Led To LRV Design

Lunar Flying Vehicle (1969 Start And 1971 First Mission)

Considered
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LRV Designed To Provide Extended Mobility On The Moon

Lunar Roving Vehicle

High-gain antenna

" Low-gain antenna
_ TV Camera Display console
W Vi 16mm camera pack
\_} . j

s

Hand controller Lunar sample collection bags

Lunar communications
relay unit

ik ;*’ Science & crew
Dust guards : equipment storage

Underseat stowage

The Lunar Roving Vehicle ("Rover”) was 10.2 ft. long with a wheelbase of 7.5 ft..
It had a turning radius of 10 ft. and a maximum speed of 8.7 mph. The LRY

had a lunar weight of 77 Ib and an Earth weight of 462 |b.. Power was supplied
by two J6-volt silver-zinc batteries. Rovers were used in the Apollo "J-Missions™
{15, 16 and 17) to greatly extend the lunar surface area explorable by the astronauts.

Wire-mesh wheels
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LRV’s Greatly Increased Science Return From Apollo 15, 16, And 17

LRV Performance Comparison On The Moon

Pre - LRV Apollo 15 Apollo 16 Apolio 17
EVA Duration 1916 1833 21:00 2206
{hrs-min)
Drving Time - 302 326 429
{hrs.min)
Swurface Distance 355 279 269 3”7
Traversed (km)
Average Speed 018 920 783 796
(kméhr)
Longest Traverse — 125 116 203
{kam)
Maxmum Range = 54 15 16
From LM {km)
Regolith Samples 976 776 96.7 116.7
Collected {kg)

ST 3
P }‘ = 2

= _ ,
LRV No. 2 Being Checked By Apollo 16 Crew At KSC

LRV No. 3 Was The Final Rover On Apollo 17
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Thermal Control Of LRV “One-G” Trainer

Earth Operatio
And

Forced Convection Cooling

n Allowed Natural
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) CHASSIS (®  POMER SYsTem (2  TERMaL coNTROL
@ SUSPENSION SYSTEM A. BATTLRY =] A DGU HEAT EXCHANGER
B. BATIERY =2 B, SPU HEAT EXCHANGER
A. UPPEE pev C. INSTRUMENTATION C. TRACTIOK DRIVE BLOWERS
B, LOMER ARM 0. NCE BLOWEKS
C. DAMPLR (3  KAVIGATION E. BATTERY BLOWER
D. TORSION bn
A, -DIRECTIOHAL GYRO UNIT (DGU)
@ STEERING SYSTEM [FORWARD AND REAR) B. SIGNAL PROCLSSING URIT (SPU)
[ C. INTEGRATED POSITION INDICATOR (1P1)
(@  IRACTION DRIVE D, SUN SHADOW DEVICL
TR e €. ATTITUDE INDICATOR
®  WHEEL
f@ DEPLOYMENT SIMULATION
(§)  DRIVE CONTROLLERS AT Sesraa
A. FORWARD CHASSIS SADLLL SIMULATOR
(@ CREW STATION G. TRIPOD SIMULATORS (BOTH SIDES)
A, CONTROL AND LISPLAY CONSOLE (@)  PAYLOAD INTERFACL
B. SEAT ==
C. REMOVEABLE PAD (FOR UNSUITEU CREW USE) A. TV CAMERA RECEPTACLL
U- OUTBOARD HANDHOLU B. LCRU RECEPTACLE
E. [INBOARD HANDHULL C. HIGH GAIN ANTENNA RECEPTACLE
F. FENDER D. AUXILIARY CONNECTOR
G. SIMULATED DUST COVER E. LOW GAIN ANTENNA RECEPTACLE
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1G Trainer Provided Simulation Of All LRV Interfaces

Apollo 16 Astronauts With 1G Trainer At Kennedy Space Center
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LRV Thermal Control Design Goal

« Maintain LRV And Space Support Equipment (SSE)
Within Prescribed Temperature Limits During:

— Earth To Moon Transportation - Totally Passive

— Lunar Surface Operation in 1/6 Gravity And Quiescent Periods
Between Traverses

» Minimize Astronaut Involvement, i.e. Primarily Passive

» Mitigate Adverse Effects Of Lunar Dust
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LRV Component Temperature Limits — Deg. F

Minimum Minimum Maximum Maximum
Component |  Survival Operating | Operating Survival
Batteries* -15 40 125 140
ﬁﬁfi‘;g[,‘;"ess‘"g -65 30 130 185
? irectiona ro
% 3nit (‘DGU)'GV -80 -65 160 200
§ | Indicating 22 -22 160 160
= | Meters
Position -65 -22 185 185
Indicator
E{;‘é?rc?nczggﬁl)lgb -20 O 1 59 1 80
Traction -50 -25 400 450
Drive™™
£ | Suspension 70 -65 400 450
S | Damper
= | Steering .50 25 360 400
Motor
Wheel -250 -200 250 250
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Astronauts Read Temperature On Display Panel - * Batteries ** Traction Drive (Start At 200)
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LRV Transported To Moon By Saturn V And Lunar Module

apollo IS vehide characteristics

LAUNCH ESCAPE
VEHICLE DATA k ‘_g, SYSTEM (LES)
& A%
g & APOLLO COMMAND
DIMENSIONS 2 = MODULEIw
STAGE/ | DIAMETER | LENGTH | WEIGHT AT LAUNCH s APOLLO SERVICE
MODULE FEET FEET (L8s) S MODULE (sm)
= Space Div
Launch* g North American Rockwell Corp.
Vehicle 330 5 6,
e _— :‘st;s‘a ‘408.042 LUNAR MODULE (LM)
1 930,000 Gruman Aerospace
s-i1 330 815 1,101,000 Engineering Corp.
S—IVB 21.7 59.3 260,000
i P 30 %00 LUNAR ROVING VEHICLE
SLA 21.7 Base 4,200 - Boeing Co.
12.8 Top ( INSTRUMENT UNIT (IU)
LMm** 36,200 International Business Machines,
CasM 128 22 66,900

S-1VB STAGE
McDonnell — Douglas
Astronautics Co.

ENGINE DATA

NOMINAL THRUST LBS | BURNTIME - J-2 ENGINE

STAGE/ |
MODULE | aTy | MODEL (EACH) | (TOTAL) (MINS) Rocketdyne Div
sip % &5 152 7.787.495 27 North American Rockwell Corp.
S-ll -] 4-2 232,840 | 1,164,210 6.5
S-ive 1 -2 200,130 200,130 15t 2.43 S—il STAGE
— A
o 193,720 2nd 6.0 Space Div
! . . A North American Rockwell Corp.
escent 10,000 10,000 = >,
Ascent 1 3,500 3,500 !'i’ ﬁﬁl
M 1 20500 | 20500 & H Illlﬂ}:;ﬂ;_ T CINED
LES 1 150,000 150,000 z 4 J' North American Rockwell Corp.
2
<
]
>
z
35
FLIGHT DATA E S—IC STAGE
w Boeing Co.
STAGE/ VELOCITY
MODULE EVENT (MPH)
s-IC Engine Cutoff 6.100
s—ic Engine Cutoff 15,600
S-ive Earth Orbital Insertion 17.170
S=IvBe Trans Lunar Injection 23,800
CSM/LM Lunar Orbit |nsertion 3,585
S-1vB Lunar Impact 5,800
LM Lunar Touchdown 0-2
LM Lunar Lift—off
LM Ascent Lunar Impact 3,766
csMm Trans Earth Insertion 5,640
o] Earth Insertion 24,640
*Includes 1,219 pounds of frost on outside of vehicle 3 ¢ 5 F—1 ENGINES
**Payload Weight on Apollo 15 is 107,300 Ibs.—almost 5,000 Ibs heavier than Rocketdyne Div
iy araviotic st L North American Rockwell Corp.

MISSION SUCCESS AND SAFETY ARE APOLLO PREREQUISITES
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LRV Was Folded And
Located In Lunar Module
(LM) Descent Stage -x

Apollo Lunar Module

VHF antennas (2)
Docking hatch | Reaction-control oxidizer
{cabin entrance)

| Relay box
Water tank

Reaction-control pressurant (helium)
s Reaction-control fuel (Aerozine 50)
. Ascent fuel tank (Aerozine 50)

LM/CM docking hatch

Steerable S-band antenna ~

Rendezvous radar ~~

S-band in-flight antenna

LM Pilot's console Reaction-control
thrusters
Tracking light u

Cabin air P
recirculation fan =

Portable Life
Support System

Ascent engine
(3,500 Ibs. thrust)

Ingress/Egress
platform and rails

Thermal
Insulation
Radioisotope
thermal generator
_ Primary shock
absorber strut

Sécondar shock
absorber strut

_ Foot pad

Descent structure

Descent fuel tank (2)
(Aerozine 50)

Descent oxidizer tank (2) ~ Descent engine
(10,000 Ibs. thrust,
throttleable)

The lunar module was 23 ft. tall and had a launch weight of 33,205 Ibs.
(The Apollo 17 J-Series lunar module weighed 36,244 Ibs.)

LRV Weight Goal Of 450 Ibs.
Drove Design To Passive
Thermal Control With No

Telemetry Data
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LRV Space Support Equipment (SSE) Thermal Control

LUNAR MODULE

- Maintained SSE By Selection Of Surface Radiation Properties
e And Insulation And Protection From LM Reaction Control

OVERHEAD HATCH

DOCKING WINDOW

ANTENNA

SEme And Descent Engine Heating Environments
N -

TRACKING
LIGHT ASSEMBLY

FORWARD B b /\\ CLUSTER
7

4
% e
HATCH 2 7 g ~ PLUME |
: ; EFLECTOR i
y _ = OCKING LIGHT |
. = I
1
: Vi RTG & |
MESA RICH w |
i \7 7 CASK Y 'a
LADDER o = o L
LANDING L
AR G roa
€2 Cib e
GRE £
LANDING e
[}
g \

Folded LRV And SSE Stowed In
LM Descent Stage Quadrant

LEFT HAND RIGHT HAND
DEPLOYMENT DEPLOYMENT
TAPE REEL TAPE REEL

Apollo 15 Astronauts Inspect Stowed LRV And SSE

o/ i \“ = ,}
r.\ NS

(LOBE CAM)
LRY TRIPOD

DEPLOYMENT
TAPE
LOWER SUPPORT ARM
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LRV Transportation Phase Thermal Control

Goal — Limit Electrical Component Temperature Loss To 30 Deg. F

Totally Passive — No Temperature Data Available During Transit To Moon

Radiation To Space AndExposure to Exhaust Plume Impingement And

Lunar Radiant And Albedo (Reflected) Heating Environments

Lunar Module “Barbecues” To Balance Solar Heating And Radiation Loss

“Barbecue”

-

+ %
N?Hlﬁn j
A‘-—. ;. .
Nw 1 = .

©

7
Folded LRV Stowed In Lunar Module With z! e o — . G |
Floor Panels Removed For Battery Installation it Folded LRV Stowed In Lunar Module With

Floor Panels In Place After Battery Installation
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From The Earth To The Moon

*‘_\\

| This chart has heen purpossty drawn out
Bwttar ilBuetrate tho mapor ovents of the mission.

of scalo to

3 LRV’s Left On
The Moon

‘ 3 Rev/Hour)
=
act i 1.Liftoff 2. S-1C Powered 3. S-1C/S-l

Apollo Mission Profile Fiigh Separation
4. Launch Escape 5. S-1l/S-IVB 6. Earth 7. Translunar 8. CSM Docking 9. CSM Separation
Tower Jettison Separation Parking Orbit Injection With LM/S-IVB From LM Adapter
10. CSM/LM Sep. 11. Midcourse 12. Lunar orbit | 13. Crew 14. CSM/LM 15. LM Descent
From S-1VB Correction Insertion Transfer To LM Separation
16. Touchdown 17. Explore 18. Liftoff 19. Rendezvous | 20. Transfer 21. CSM/LM Sep.

Surface, Exper. And Docking Crew/Equip. And LM Jettison
22. Transearth 23. Transearth 24. Midcourse | 25. CM/SM 26. Commun. 27. Splashdown
Injection Preparation Injection Corrention Separation Blackout

ronald.a.creel@saic.com
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Astronauts Performed Manual Sequenced LRV
Unfolding And Deployment On Moon

Retractable Fender Extnsions Required
For Folding of Wheels

Folded and Unfolding Images From
LUROVA “Edutainment” 3D Simulation
(See Page 46)
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Apollo / LRV Extra-Vehicular Activities (EVA’Ss)
Conducted During Lunar Thermal “Morning”

Moon Temp. = \/1/(Cos(Beta)) x(\/\/443xSin(Sang)/0' —460)

Where: Beta = Moon Latitude (Degrees)

Sang = Solar Elevation Angle (Degrees)

o = Stefan Boltzman Constant
L (btu/(hr-ft2-R4) T

150F

100

U
(=

Lunar Morning

DEG F

TEMPERATURE (C)
o

-
o wn
< =)

-150

-200F

|<—Ec|ipse — 354 Hours—p

-250

8

'] A 1 i 1 s 't A i i & " L
180 240 300 0 60 120 180
PHASE ANGLE (DEG)

Temperature of the Moon. The average
temperature of the Moon as a function of phase, or.
time, {s shown here, The exact shape of the curve varies
somewhat with geographical position on the Moon and
is determined by the thermal properties at each position.
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LUNAR SURFACE TEMPERATURE

|

Lunar Noon

80~ TT" T T T T T T T L
260
240
220 -
200 |-
180
160 |-
140 ¢
120
100 -

[
=
T

-260
-280

20 3 40 50 60 70 80 90
(SUNRISE) SUN ANGLE, DEG (NOON}

The temperature of the Taurus-Littrow site
shown as a function of the Sun angle. Note that
EVA 1 at +17° Sur angle should have +50° F, EVA 2
at 4-27° Sun angle should have 4+110° F, and EVA 8
at +37° Sun angle should have a temperature of +160°
F.
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Deployed LRV Subsystems Thermal Control

(O] CHASSIS

A, FOHWARD CHISSIS
B. CENTER CHASSIS
C. AFT CHASSIS

®

SUSPENSION SYSTEM

A. SUSPENSTON ARMS (UPPER AND LOWER)

B. TORSION BARS (UPPER AND LOWER)
C. DAMPER

STEERING SYST™M (FORWARD AND AfT)

TRACTION DRIVE

@00

A. HAND CONTRULLER
B. OURIVE CONTROL LLECTRONICS (LCE)

Maintain All
Surfaces Within
Astronaut Touch

Constraints

Forward Chassis
Electronics —

Store Generated Heat In
Batteries/Wax Boxes

Insulate/Isolate from Dust —

ronald.a.creel@saic.com

CREW STATION
. CONTROL AND DISPLAY CONSOLE
SEAT

. FOOIREST

INBOARD HANDHOLD

. FENDER
T0EHOLD

POWER SYSTEM

A. BATTERY =]
B. GATTERY #2
C. [NSTRUMENTATION

Control And Display

Console — Insulated

Front Panel, Exterior
Dust Degraded

A
B
C.
0. OUTBOARD HANDHOLD
£
£
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DEPLOYED LRV WITHOUT STOWED PAYLOAD

€]

NAVIGATION

A, UIKECTIGNAL GYRO UiIT (LGU)

SIGHAL PROCESSING UHIT (SPU)

B
C. [IKTLGRATED POSITION [NUICATOR (IPI)
0.

SUN SHADOW DEVICE

- WhiICLE ATTITUDE INUILATOR

Mobility — Exterior

Dust Degraded -
Maximize Internal
Conduction

__\ J

A1
e,

THERMAL CONTROL

A, INSULATICN BLANKLT

B. BATTERY mO. 1 OUST cov
C. BATTERY NO. 2 OUST Cov
0. SPU DUST COVER

€. DCE THERMAL CONTROL L.
F. BATTERY ND. 1 RADIATOR
G. BATTERY NO. 2 RADIATOR
H. SPU THERMAL CONTROL Ui

@) PavL0AD InTERFACE

A. TV CAMERA RECEPTACLE

8. LCAU RECEPTACLL

C. HIGH GAIN ANTENNA RECEP
G. AUXILIARY CONMECTOR

E. LOW GA[l ANTENMA RECERT

@  oepLovment components

A.  FWD CHASS|S DEPLOYMENT
TORSION SPRINGS

B. REAR CHASSIS DEPLOYMENT
TORSIOM BARS

C. SADDLE RELEASE CABLE
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LRV Control And Display Console Thermal Control

» Special Paints And Surface Treatments

o e LRV Parked Outside LM Shade To

Prevent Over Cooling Of Instruments

rrrrrrrr

Low Conductance Standoffs Used And
Reduced Glare Black Anodizing For

Front Panel

Astronauts Read Out Battery And Drive
Motor Temperatures

Caution And Warning Flag “Pops Up”

LRV Control And Display Console
Py To Alert Astronauts Of Overtemp
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HUB

25.5 DIA

RIM

32.19

LRV Mobility Subsystem

DIA.

— TIRE

INNER

FRAME

(BUMP STOP}

CHEVRON

RIVETS

Wire Mesh Wheel
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TIRE OUTER
FRAME

HARMONIC DRIVE
(TYP)

DRIVE MOTOR
(TYp)

LOMER
SUSPENSION
ARM

DAWPE

WHEEL

FORMAR
CHASSIS

FORWARD
STEERING
MOTOR AND
QGEAR REDUCER

UPPER
SUSPENSIOM
ARM

Mobility Subsystem Components

ASSY

CENTER CHASSIS

S

Y
\_.. DRIVE COMTROLLER

ELECTROMICS
HAND CONTROLL

RAKE CABLE

REAR CHASSIS

REAR STEERING

MOTOR AND GEAR

REDUCER
STEERING ACTUATOR
ARM (TYP)

OWER

TORSION
BAR (TYP)

UPPER TORSION
BAR (TYP)
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@M. LRV Traction Drive Thermal Control

Nl

« Special Paints And Internal Conduction Maximized

« External Exposed Surfaces Will Be Dust Degraded

DECOUPLING MECHANISM

FREE-WHEELING
BEARING:

CIRCULAR SPLINE = _-P _ /~DRIVE MOTOR
- — (%4 hp D.C.)

T

HARMONIC DRIVE )l | Internal
(80:1 Ratio) e N 4 Temperature ___ @

Sensor
WAVE GENERATOR

FLEXIBLE SPLINE=/

—SUSPENSION SYSTEM

WHEEL RIM ATTACH ‘FITTINGS.

ASSEMBLY
LRV TRACTION DRIVE ASSEMBLY

WHEEL HUB
MODE OF OPERATION FOR BASC HARMONIC DRIVE

DISPLACEMENT

TEETH WAVE OF 2 TEETH

GENERATOR

(X-12) NO.

-

Mobility Subsystem

SPLINE
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LRV Batteries Were Heart of Forward Chassis
Electronics Thermal Control

2 Ym0 - Multi-Layer Blanket For Insulation, Dust Covers
— 3.:*'-”._""' akal

— * Thermal Straps Conduct Heat Into Batteries

A } ﬂ'

« Electronics Heat Also Stored In Wax Boxes
(Fusible Mass Tanks) During EVA’s

Al - Low Solar Absorptance (a = 7%) Space

Radiators To Reject Heat When Dust

Covers Opened Between EVA’s
o A F : --w

Insulation Blanket And Dust Covers

SPU RADIATOR/ THERMAL
STRAP BLARKEY

WIRE BUNDLE

CUTOUTS IN THERMAL
BLANKET FOR BATTERIES
SPU, DRIVE CONTROLLER
ELECTRONICS. ALL MOUN
PENETRATE BLANKET.

BattJ(

Radiator
Internal ;ysszm:—/ Fih
INSULATION 15 LAYERS Temperature riss

ALUMINIZED MYLAR AND
NYLON NETTING WITH Sensor
BETA CLOTH ON OUTEP

LAYER.
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LRV Forward Chassis Electronics Thermal Control

DCE RADIATORS
(THERMAL CONTROL MIRRORS)
RADIATOR

DUST COVER

TRAP
THERMAL S <pu DCE FUSIRLE mASS

Internal View 5 (35185 WAX)

RADIATOR DCE

DUST COVER
OPEMING STRAP

r{ S ,3\/ T =< & BATTERY & OCF
Wax Boxes e — s o S

% : ST A7 cLARITY)
) . R
A =
< P =
FWD CHASSIS — = e
CROSS HEMBERS i
FWD
CHASSIS
= BATTERY K 1
FIBERGLASS HOUNTS - Bilpeppes T AR
BATTERY #1 FUSIBLE MASS TANK = HINGE LINE

(2.25 LBS WAX) DUST COVER CLOSING

ACTUATOR
INSULATION BLANKET \N
DUST COVER .
BATTLRY -
& RANIATOR
DUST COVER (TustLp
OPENING STRAP \‘@- EEE;IE‘EV[R SILICA) LRV DRIVE CONTROL - DRIVE CONTROL ELECTRONICS
ACTUATOR BUST COVER
UST COVER ~—_ (D1-METALLIC OPLNING STRAP
i COPPER AND BATTERY #2
THERMAL CONTROL MANGANESE)

( (tJUST CCYVLR
MIRRORS (SPACE usT COvER TIDER GLASS
RADTATOR) SUPPORT ASSEMALT COVERLD MITH

HULT ILAYER

 INSULATION) INSULATION

EOLL RIK
B1-AETALLIC
ACTUATOR \
N

BATTERY ced
: Thermal
Straps
FIBLRGLASS SS— PO LI BATICLRY
oS
P e L
\_ FWD CHASSIS
sk CROSS MEMBER
[TYPLEAL 8OTH BATTERIES) (CQUIPMENT SUPPORT)
GYRO THLRMAL STRAP
FIBERGLASS GYRQ (1100 ALUMINUM)
SUPPORTS

SPU THERMAL STRAP

(BATTERY #1 ONLY) Directional gyro unit (DGU) thermal control

Signal Processing Unit And Directional Gyro Unit Strapped To 60 Lb. Batteries
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Extensive LRV Thermal Testing Was Conducted

Oct. 1969

to
Mar. 1971

(17 Months) |

ronald.a.creel@saic.com

Early Dust Effects And Removal Techniques Simulation (1967)
LM Thruster/Engine Environment And Heating Deflectors Verification
Surface Optical Properties (Absorptance And Emittance) Measurement
Mobility Power Characterized At Waterways Experiment Station, C 135
Development Thermal/Vacuum (TVAC) Tests For Subsystems

» Mobility — Brakes, Steering, Dampers, 4 Mobility, Fenders

« Forward Chassis In Lunar “Tub” Environment Simulator
System Level TVAC Tests With Dynamometers And Solar Simulator

« Thermal Design Stressed Using “Flight-Like” Qualification Unit

« Acceptance Level Checkout On Flight Units

————— Delivery and First Launch in July 1971 |= = = = = = = = = -

Post Flight Special Adjustments
 Apollo 15 — Cleaning Agent For Floor Panel Thermal Control Tape
» Apollo 16 — Battery Radiator Proximity To Lunar Module Effects
-- Cold Exposure For Stuck Switches In Army Chamber
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Lunar Dust Effects And Removal Techniques Were
Studied__ln 1967

+ Dust Significantly Increases —
Amount Of Solar Heat .
Absorbed By Space Radiators £ |
5.
.1 et T EET s FETE by oS CEE: Heosigs T
HEAT LOAD 00 _.1 .2 .3 A 5 .6 .7 .8 .9 1.0 e
(BTu_:‘HR,'n‘z) ‘E‘E
N ﬂﬁ—rw : . FRACTION OF DUST COVERAGE, X Z::
Hago } Figure 2-4. VARIATION OF TOTAL SOLAR ABSORPTANCE WITH DUST COVERAGE OF 5-13 PLATE 3§

Misleading Earth-Based
Test Results

U , *1 E » Brushing Restored Near-
=1 600 =] . .
g wo B Original Solar Absorptance

o « Fluid Jet Was Superior,
| ' But Had Weight And
Safety issues

0 .0z .04 .06 .08 .10 .12 .14 .16 .18 .20

HEAT LOAD

— Brush Test Apparatus

Figure 3-30b. TEMPERATURE VARIATION WITH HEAT LOAD (SOLAR
SIMULATOR ON) FOR MECHANICAL BRUSH TEST RUN

ronald.a.creel@saic.com Page 24 of 47



LRV Surface Optical Properties Were Measured For
Use In Computer Thermal Models

Solar Absorptance - a

Absorbed Solar
(Direct/Reflected)

GEORGE C. MARSHALL SPACE FLIGHT CENTER

HUNTSVILLE, ALABAMA |
Memorandum 5

To Mr. Creel, SSE-ASIN-PFA oate N1 wR

In reply refer to:
FROM Chief, Materials Division, S&E-ASTN-M S&E-ASTN-MCS-70=57

SUBJECT oOptical properties of Lunar Roving Vehicle thermal control
samples

In accordance with your request (Work Order S&E=-ASTN-MCS No. 5136-70),

the optical properties of the samples have been determined. Results are

shown below.

Sample

No. Material Description a € 2T
1 Seat Material/Beta Cloth/Al Mylar 0.28 0.90
1 Seat Material Only 21,
2 PLSS Support Straps, Type 15 G=%v— 0,55 0.92 l
3 PLSS Support Straps/Beta/Al Mylar, . '
Type 4 Ao 932 0.91 .
3 PLSS Support Straps Type 4 Only 29.5 Infrared Emittance - e
4 Dry Film Lube MIL-L-81329 0.83 0.76
5 Dry Film Lube MIL-L-23398 Polished 0.79 0.70

Reflectometer Measured Properties

Absorbed Infrared

Heat Sources Heat Rejection

Internal Generated

ronald.a.creel@saic.com

Temperature Radiated Infrared

Computer Model Thermal

Balance
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! (PULL) SENSOR £, = - £ VERTICAL FORCE =8

¥SUPPORT FRAME & i ; 0" ROTARY POSITION ILOAD) SENSOR T
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Wheel to Soil Interaction At Waterways Experiment Station, C 135 Fender Extension Deployment TVAC

r

Mobility Subsystem TVAC  Forward Chass}ZDevebpmént “Tub” TVAC  Qualification And Flight Units TVAC
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“LUROVA” Operational Thermal Computer Model

« Electrical Analogy - Capacitors And Conductors «,

« Verified By Correlating With Test Temperatures " )
™ . /ﬂ% x{gs
o o o A A
S Il v g
s LA |
P B
+— DRIVING -+ SEQEPN > ORIVING ]
500 | | 1 | |
0 1 2 3 4 5 6 7
TIME - HOURS
DCE TEST DATA CORRELATION
» Test Correlated Crew Station, Mobility, I 2
And Forward Chassis Models Combined p ey %Lﬁ_
[ |
1] ” H (DEPLOYED, EMPTY) e T — = ,-r__brl@ £ i
Into LUROVA Operational Moc.jel — o r—] i
» Allowed Analysis For Clean Transit, iaaw | Z —F
Lunar Surface Dust Degradation, I e

And Sortie Traverse Variations
Detailed Model -177 Nodes (Capacitors)
And Thousands Of Conductors

Cumbersome And Limited To Pre-EVA
Use For Predictions

ronald.a.creel@saic.com

T LOADED
N0 LOAD
44 8" -
MAX
@ -2 = 100.0
\ (BOTTOM OF
CHASSTS)
18° - LoADED)+| 9" 24" - 970 LB. PAYLOAD *
17* - KO LOAD) }‘ —27% - %0 LOAD
- 0"

T2

STA, | TA
X =265 A,

12z

K= 116.5 |
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LUROVA Thermal Computer Model Operational Flow

Traverse Team Prov

g E—

1/6/72

LUNAR ROVING VEHICLE
OPERATIONS HANDBOOK
CONTRACT NAS8-25145

ided Driving Parameters

Predictions For Mission

*F/HR

RATE OF TEMPERATURE INCREASE -

24

WHandbook

i

|
/S B
i

6

Power Profile Provided Internal Heat

Taar=40"

» TBAT=65"

+ Toa-20°

TOTAL LRV POWER CONSUMPTION RATE
(AMP-HRIKM)

TaaT=115"

- ToAT=140"

BATTERY CURRENT - ANPERES

o
»

VEHICLE POWER CONSUMPTION vs SPEED

N I {15 B 0 5 4
\ T T 1
| !
< = T DRIVE MOTOR
] CONTROLLER
(]
A
N
T
E 1D
3
MID-RANGE PSD
— TvesicLewr, s Les.
0 1
LRV VELOCITY KWHR

TOTAL BATTERY CURRENT vs VELOCITY
16° siope
§3 T T £
H I 0 i »°
1 T
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QE REES ==
EE NP
2= 1
£ 1 _|smootH MARE,| | |
H MID-RANGE | |
g i 1T
o 0 6 [] 10
LRV VELOCTY KMWHR

ASTRONAUT

[}

HARMONIC
GEAR

INERTIA
(WHEEL PLUS
ARMATURE)

WHEEL/SOIL
INTERACTION.

LUNAR SURFACE
CHARACTERISTICS

* ROUGHNESS
+ SOIL CONDITIONS

VEMICLE

RESPONSE

vvvvvvvv

 STEERING

+ PERFORMANCE
DISPLAY CONSOLE

* LOSSES THROUGH
caBLES

PREDICTED LRV POWER USAGE

g
H

WATT-HOURS (TOTAL)
AMPHOURS (PER BATT ERY)

sl SR i
* . Apollo 17 = EVA 3
=1 . Right Rear Motor ”

L /fo : ; \ ‘ y et
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« LUROVA Used To Predict Crew Station, Forward Chassis, Mobility Temperatures
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LRV’s On The Moon

Apollo Lunar Landing Sites

N

DAVID R. SCOTT 2D M. WORDEN, J JAMES B. IRWIN

4720560111152696
1000 AIRPORT RD B26
E

HUNTSVIL

<
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<
=
=3
o~
o
=
w
@
o
P=Y
o
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©
=

R CREEL

LRV 001

1971
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~— | Apollo 15— LRV Thermal Control Performance
« LUROVA Thermal Model Used Before EVA’s (Limited Utility)

» Motors Were Off Scale Low (<200 Deg. F) Throughout EVA’s
* Initial Battery Temperatures Higher Than Expected (80 F)
 Left Front Fender Extension Lost During EVA 1

« Good Cooldown Between EVA 1 And EVA 2, Cover 1 Closed

* No Forward Chassis Cooldown Between EVA 2 And EVA 3

NASA TR R-401

Siommree ik « Astronauts Indicated There Was Dust On Radiators

OF THE LUNAR ROVING VEHICLE:
TERRESTRIAL STUDIES - APOLLO 15 RESULTS

« Maximum Battery Temperature Of 112 Deg. F During EVA 3

and Edwin B. George

George C. Marshall Space Flight Center
Marshall Space Flight Center, Ala, 35812

lllllllllllllllllllllllllllllllllllllll ? % v 150
BATTERY NO. 1 - MEAS| ' -
o1 msme o No Cool Down!,
W2 s A =1
A . pEeoNe BUCTED— - — r LM bust |- 130
SATTERY DESIGN LIMETS, 278 TO 325°K . It/ - 120
I ST b 2 e o ol no u
—u—"u-:' ! & .
no! ‘_‘-\‘.\ "m!
N = Sy 9 g
S~ = — =T 0
\\ e - n
o \5_5 SERCENT DUST
i CRVERAGE “
= '“-.---—»--—p-—ll 50
L 10 15
e . - TIME FROM DUST COYER OPENING, MOURS
M|Ss|ng Front Fender Extens|on DUSt On Radlators LRY Battery Temperatuies During Cooldown 2
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Post Apollo 15 — Astronauts Visited Huntsville, AL

xxxxx

- Crew Thanked NASA And Contractor
Workers For Saturn V And LRV Efforts As
Part Of Manned Flight Awareness Program

E
-1 ’

Sonny Morea, LRV Program Manager,

Presents LRV Memento To Apollo 15 Crew
2 ‘\gz

Many Autographs Were Graciously Signed .And
Cherished Souvenir Photographs Were Taken
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Post Apollo 15 — Floor Panel Tape Cleaning Agent

TR —————
"'".. :'-’\::i‘“f':‘{l‘ ~,E,1.--; -"-.-' o
b Loy fnh - Lo

4 » Adhesive Residue On Panel Thermal
Tape Contributed To Elevated
Battery Temperatures At Deployment

» Toluene Shown As Best Cleaning
Agent To Restore Thermal Properties

Thermal Control Tape On Center Chassis Panels AT
Pre-Launch Tape Cleaning Procedure Adjusted
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Forward Chassis Thermal Analyzer Model - FWDCHA

» Flexible, Responsive Mission Support Analysis Needed
LRV-3 REAL-?%%IIEJTT%EI;AL ANALYZER
somu, e ¢ FOrward Chassis And Viewed Components Modeled
SEG DIST _______ OUT TIME .
BATL AMPHR — BAT2 AMPIR - 19 Node Model Derived From LUROVA And Used For
BAT1 TEMP BAT2 TEMP )
T cte " e~ Apollo 16 And Apollo 17 Mission Support
ALP B1+SPU ALP B2+DCE
IM DIST IM TEMP . . .
Lt o= * Included Full Battery Power Switching, Variable
COMPUTED DATA selfekdedfddiddckiokldlohliiiiokk

BAT1 TEMP BAT2 TEMP

s e by TEMP Radiator Dust Coverage, And LM Proximity Effects (17)

SPU WX MLT
DCE WX MLT
» Used For Real-Time And Pre-EVA Sortie Predictions
APOLLO 17 — LUNAR ROVING VEHICLE

BATTERY NO.1 — TEMPERATURE vs. TIME

RAIL TEMP

150
b Maximum Survival Limit et ¢

k5 N SATURN
E 150 a @ MPR-SAT-FE-73-1 FEBRUARY 28, 1973
3 | ________Maximum OperatingLimit
E t SATURN V LAUNCH VEHICLE
E 120 FLIGHT EVALUATION REPORT-AS-512
§ 51_ APOLLO 17 MISSION
1 110 a
g ¥ *
2
E 100 + d‘
o
E a

90 . ING GROUP @

" ; 80 ! ..
““““ 3 » ' 2 ' A ' 6 Mission Reports
EVA 3 TIME — HOURS
2) O ACTUA +  PREDICTION
LRV Forward Chassis Components Modeled Excellent, Responsive Predictions Provided
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ngU-OIG

LRV

UMY - LRV supplied Power For LCRU And TV
« LRV Parked Too Close To Lunar Module
» Right Rear Fender Extension Knocked Off

* Insufficient Cooldowns Between EVA’s

» Battery Power Switching Required
« Max. Battery Temp. = 143 Deg. F On EVA 3

Missing Fender
ronald.a.creel@saic.com

Ly

xtension

E

Astronaut Brushing Dust

From Radiators

PR T
LRV Supplied LCRU, TV Power

Apollo 16 — LRV Thermal Control Performance
& « FWDCHA Thermal Model Used For Pre-Sortie And EVA Analysis

« Switches Stuck At Initial Power-up, Max. Motor Temp. = 225 Deg. F

T T
— ———PRE-LANDING PREDICTIONS
CREW READOUT
®  REAL TIME PREDICTION

No Cool Down!

OPERATING UPPER LIN

OPERATING LOWER LINI

EVA

EA I

EYA 1T

TIME, HOURS

Battery No. 2 Temperature
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Post Apollo 16 — LM Parking Proximity Test

Battery Proximity Test At Space And ocket Center

Shadow Constraints

hours to prevent
The LAV must not be parked in lunar shadow for longer than two

Io: temperature damage to the electronics in the control and display console.
Circuit breaker minimum reset time is 1 minute.

PONTION |

RAMGE OF SWAQE LOCATION @’f\
ﬂ "
e -

FWDCHA 7
Computer —
Model

LUMAR SOVIMG YENICLE
FOMTION I

Form Factometer Photographed To Validate

Eva-if i

Model Radiator “View Factors” To LM pying Gonstraint Changed For Apollo 17
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Astronauts Appreciated LRV Thermal Model Work

NATIONAL AERONAUTICS AND SPACE ADMINISTRATION
MANNED SPACECRAFT CENTER
HousToN, TExAs 77058

JuL 19 19712

Mr. Ronald A. Creel
1000 Airport Road, SW
Huntsville, AL 35802

Dear Mr. Creel:

This is just a short note to express my appreciation, on behalf of all the
astronauts, for the outstanding support you have given to the Apollo
Program, and especially your efforts in developing the forward chasis
thermal analyzer computer model for the LRV. The use of this model
permitted rapid and flexible pre-mission and real-time thermal predic-
tions for the LRV batteries and other critical components. Your work
in this field greatly enhanced the probability of success that we realized
on the Apollo 15 and 16 missions.

My fellow astronauts and I develop our confidence in the space program
through training, experience, and a knowledge that there are men of
your ability and dedication supporting this nation's manned lunar landing
program. Through your efforts you have demonstrated that you are a
vital link in the success of our program, and I wish to express my thanks
for your contributions.

In appreciation, please accept our personal flight crew emblem denoting
professional achievement, the "Silver Snoopy." When you wear this pin,

you may do so knowing tha_t it is_ given only to-those individuals whom we Astronaut Rusty SChWGICkaI’t Presents “S|Iver Snoopy”
regard as among the best in their respective professions.

Best wishes for continued success.

APOLLO LAUNCH NO.: PAGE:

7 LRV REAL TIME THERMAL PREDICTION/CORRELATION
. ! L A d
Sincerely, PR ETY SN cou aﬁ&qu @
; g 2 Z 109 IE oo el I
RUN_DATA Leru
oATE; SoL. ECLANG. v <
NASA Astronaut 12-13-72 3¢4.9 L SEk S F _,A/ Q
., . - START TIME: [ a., | RAIL TEMP. e {
- Lo ®Wem| 130 °F £ see Assum.
CQMPLEY;?N. T||ME: () AM. [BATT POWER: y\}
il P.M.
TR B FH ‘1,/1
5 rEsicrion 6y [em cove 1 T
el el g N w
[NANDER FACTOR: | — "see aSSUMPTIONS FOR AMP SRl . \
T SRR | e g iy p
STATION STATION TIMES SEGMENT TEMPERATURES (°F) WAX BOXES (% Melted) [AwP. HR
NUMBER Arrival Departure | s | L. Batt | R.Ban SPU DGU DCE SPU DCE L/R
LM o +00| o0 +y¥/ |0.00 | 100.0 | 120.0] tvo.0 | 130.0] 0.0 | 100 | 2.00
2. CEp o +¥b 0+8Y | ol |100.6| 123.3| tve.8| 123.Y| 639 | /0o | 000
. 6 (+19 | 2+32] 2.8 [wey| nn2v| sy | 1¥c.c| 787 | 1,00 | 0.00 [t
. 7 24365 2+5§5 | 0-88 | 1071 | 126.Y] 13,2 | 1SS/ | 756 | fioe | .00
s. §4 305 Y+03 | 292 | 1130 [ 1307 n2 & | 1 €2.¢| Y | tioe | c.00
s /1205 | S+%05| 225 [123.0 ]| 1324 [ 13206 J63.0] 96,0 | 100 | o000
. LM S+yss| e+2s | 2.9¢ | 13S0 | 19Y.5| 19¢.5| 17200 | 106.2] 1e00 | 0.00 z
s 21e ©+28S| Nfa | ©ul | 40,3 K76 | 1504 | 1739 | 169,2.| Leo | O.c0 s
9. + + N
10. + + i
" + +
12. + +
13. ;3 +

MSFC - Form 209 (May 1972)

Busy At LRV Thermal Model COnt“ Console Apollo 17 Astronauts Signed Final Thermal Log Sheet
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Pre Apollo 17 — Astronauts Briefed About LRV
Temperature Concerns From Apollo 16

« Briefed Apollo 17 And Apollo 16 (Backup) Astronauts In Crew Quarters At KSC
« TV Power Provided, New LM Parking Constraint, Better Dust Prevention Needed
» Delayed Start Of EVA 1 May Have Caused Stuck Switches At First Power-up
« LRV Qualification Unit Was Exposed To Cold Soak (-30 Deg. F)
In Army Redstone Missile Labs Environmental Chamber,

But Switch Malfunction Was Not Duplicated

LRV Qualification Unit Used In Cold Exposure Test
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Apollo 17 — Transportation Thermal Control

A Stormy Night

Ready To Go

Hot Batteries At Launch (Waiver)

Attitude Data Provided From Houston
Stowed LRV Model Used To Verify
That LRV Had Experienced Hot
Flight Attitude Profile

Mission Control Alerted To Expect

Flight Attitude Profile

Hot Batteries And Melted Wax Received Daily From Stowed LRV Model

Houston
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Apollo 17 — LRV Thermal Control Performance
QOLLO,, | * Improved FWDCHA For Mission )

Max. Motor Temp = 270 Deg. F |

Hot Batteries At Power-up (95, 110 F)
"+ Covers Opened On EVA’s 1, 3

Fender Fixed Before EVA 2

Modest Battery Cooldowns

Max. Battery Temp. = 148 Deg. F

e

F
x
<

g .

r"mx« A RBEL R {
Astronauts Prowded Fender Extension F|x

170
— " — PRE-MISSION PREDICTION | ERNATE PROCEDURE
REAL TIME RECONSTRUCT ION BATTERY COVERS opsn PER Al
- UPPER 'OPERATING LIMIT
oo e B st ———— e h T gt
| ESTIMATED, METER /
NOT WORKING %
130 '
~7.
:Lno\/,\ //\‘\ - /
5 )
Lt
N VNN i
£ L7 i
% —7 ~ s/ ‘
" o ’
»
1 Modest Cool Downs [
50 ;
LOWER OPERATING LIMIT
—h— e e — rm—:
30 -+ eva-11—} }reva-2+H —eva-3—}
o BATTERY COVERS OPEN BETWEEN EVA'S
| ' 1
e | o 5 10 15 2 25 30 3 4 45 50 55 60
Covers Opened During EVA 1 (Also EVA 3) TIME, HOURS 29/47

ronald.a.creel@saic.com LRV Battery No. 2 (Right) Temperature



Post Apollo 17 — Astronauts Met With LRV Team

Astronauts Were Presented With Fender Extension From LRV Qualification Unit
Autographed By MSFC Support Team
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Summary of LRV Thermal Control Experiences
« Adequate Thermal Control Of LRV’s Was Accomplished On Apollo 15, 16, And 17

« We Provided Accurate, Responsive Temperature Predictions To Mission Control
» Test Correlated Thermal Models Were Vital For Mission Support
« We Had Very Limited Success Coping With Adverse Lunar Dust Effects
» Losing Fender Extensions Increased Dust Exposure For Forward Chassis
« Earth Testing Results For Dust Removal By Brushing Were Misleading
» Regret Spending Valuable Astronaut Time Trying To Clean Radiators

YT e ;j_]m o
(1% .y

-
) N

LRV Mission Control At Huntsville Operations Support Center
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Future Moon Rover Challenge 1 — Mitigate Bad Effects Of Dust
* Dust On Apollo LRV’s Severely Reduced Battery Cooldowns — Brushing Radiators Was Ineffective

» Based On Cumulative Dust Effects, Astronauts Stated That They Doubted Longer Missions Were Possible

—

ronald.a.creel@saic.com

BATTERY M0. | - MEASURED O
= RECONSTRUCTED- — —

BATTERY NO. 2 - MEASURED A

NO COO] Down' '*Luo

TEPERATURE, °F

= RECONSTRUCTED— - — 15 "'g'" L‘“ 120
BATTERY DESIGN LIKLTS, 278 10 325°K 120
______ ot P B Pl L -
o rpT o T & ::
s
T =100 !
~ e 90
T s T | E
' e B
1- S s e "
> ol St E-3F S
- - n
“ha \p,_ S PERCENT DUST
= COVERAGE r—
[~ /
~Jo-Lof Y L w
3 6 1]
TIME FROM DUST COYER OPENING, HOURS
LRY Battery Temperatures During Cooldown 2
—_——:zig:g}?!ﬂlﬁ'ﬂm ' T I l
e e No Cool Down!
i
"E"'llﬁ_& MY R N BN ] ./
[ ] 7~ 7
# ’/
S P 4
VAN A /
~J \ L /
< = i
~. / ~d
~ ’ L o . a
\\\ I’ \ g P /
20 - lI \\\ * I, \ ~
7 < 7 A

OPERATING LOWER LIMIT

EVA [

EVA 11

20

25 30 35 40
TIME, HOURS

Battery No. 2 Temperature

Astronaut Brushing Dust

From Radiators
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Future Moon Rover Challenge 2 — Design For Extended Cold/Hot Missions
Extended Operation In Much Colder And Warmer Environments Than Apollo LRV’s
Or Mars Rovers

Lunar Night Lunar Day
« 354 Hours With Solar, Moon Heating

« Max. Surface Temp. = +250 Deg. F

» 354 Hours Without Solar, Cold Moon
» Surface Temperature = -280 Deg. F

280 T T TTTTTTT
260
240 - -
2204 \
200 |-
180 Lunar Noon
200 b 160
150} i - LRV Extra |Vehicular
100 Y . 1of Activities | (EVA’s)
§ o Extended g oo
& of > o oF
2 Operation B 4of e
g -sor 354 Hours £ »f 2
; -100} 3 o E
i No Sun w 20 s
-150} 2 b £
v E 2
-200} ; 1 -60
‘ Night f 8
250F I N 1 " 1 " 1 2 i A 1 " I 3 'g
180 740 300 (] 80 120 180 <100 5
i : -120 o
PHASE ANGLE (DEG) )
140 5
Temperature of the Moon. The average -160 =
temperatm-e of the Moon as a function of phase, or. -aso M -
time, is shown here. The exact shape of the curve varies -200
somewhat with geographical position on the Moon and -220
is determined by the thermal properties at each position. -240 . :
2 J—— 177 Hours ————>
7Y S R W T S | N T TS NN N U N W | il
(] 10 20 30 40 50 60 70 80 90
(SUMRISE) SUM ANGLE, DEG (NoON)

The temperature of the Taurus-Littrow site

shown as a function of the Sun angle. Note that

EVA 1 at +17° Sun angle should have +50° F, EVA 2

at +27° Sun angle should have +110° F, and EVA 8

. - at 437° Sun angle should have a temperat f 4160°
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Nuclear Energy Needed To Meet Moon Thermal Challenges

* Nuclear Power Sources Were Used On Apollo, Studied For Dual Mode Rovers

DIRECTIONAL

OMNI ANTENNA
FAC CAMERA
MANUAL D.F.
SYSTEM

PWD COND & DISTR.
ASTRONICS
AUX. PANEL

nnnnnnnnn

HERMETIC SEAL

HOT FRAME .ﬁ—‘
—;__‘_\‘—‘

FUEL CAPSULE
ASSEMBLY

THERMOPILE

HEAT REJECTION

OUTER CASE
(COLD FRAME)
ASSEMBLY

Radioisotope Thermal Generator. This equip-
ment provides all of the power used by the ALSEP. It
furnishes continuously about 70 watts.

» Russians Successfully Used Nuclear Isotope Heat Sources For Several Lunar

Cycles On Their Lunokhod (Moonwalker) Robotic Rovers

@/ \/\/\/ /TN
'ﬁf\iklh !"E' “

/

ronald.a.creel@saic.com

Isotope
Heater

Diagram of lunckhod heat regulating system. 1) air passages of
cold channel; 2) air passage of hot channel; 3) heating unit (ilU); 4) HU
shield; 5) KU "5linds"; 6) control of WU blinds; 7) baffle plate; B) baffle;
9} connec ting sheath; 10) three-step fan; 11) collector; 12) baffle drive;
13) step mechanism; 14) spring tracticn; 15) cam mechanism; 16) angular move-
ments sensor; 17) SEL sensing element; 18) SE2 sensing element; 19) radiator-
cooler; 20) collector of HU blow-off system; 21) fuel cell.

For monitoring the thermal regime aboard the lunokhod therc ate tele-
metric temperature sensors which make it possible to obtain routine informa-
tion on the cemperatures of all lunokhod systems during any communication
session,
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Presentation and Interface with Lunokhod Engineers at Oct. 2004
Russian “International Planetary Rovers & Robotics Workshop”

Presentation Was Well Received At Lunokhod Design
And Test Facility In St. Petersburg, Russia “Sputnik” Medal Was Accepted From Lunokhod Driver

Included Good Discussions About Lunokhod Gen. Dovgan On Behalf Of Apollo LRV Workers

Experience With Dust And Temperature Extremes

Russian Hero and Cosmonaut Georgi Grechko Presented
Commemorative Vostok Pin To International Attendees
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LUnar ROVing Adventure “LUROVA” Simulation Being Developed For
Student Use

Student Deploys -
LRV From LM LUnar ROVing Adventure - LUROVA

“Edutainment” Simulation

Click To

Activate

Student

b #/ f |
LRV Forward Chassis
Components Thermal
Model - Click To Open
Dust Covers

Activates
Switches and

Hand Controller 4=

For Driving Click To Rotate LUROVA 3D Model

* Interactive 3D “Edutainment” Simulation Responds Well
To Space Policy Commission Recommendation (page 46)

» Student Plans Exploration Traverses And Views Computed
Position, Speed, Power And Temperature Results

» Based On Actual Thermal Model From Apollo LRV Missions
+ Displays To Mimic Operation Of LRV Hand Controller,
Navigation And Power Systems On Control And Display

LUROVA Driving — Click For Movie Console, And Moon Terrain While Driving And Parked
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Dedications
“If | Have Seen Further, It Is By Standing On The Shoulders Of Giants”

Sir Isaac Newton - 1675

e 4

Hugh Campbell, My Thermal Mentor, At Work

My Wife And Surrogate Astronaut, Dottie
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